
CANADIAN SOLAR INC.

CANADIAN SOLAR INC.  is committed to providing high 
quality solar products, solar system solutions and services 
to customers around the world. No. 1 module supplier 
for quality and performance/price ratio in IHS Module 
Customer Insight Survey. As a leading PV project developer 
and manufacturer of solar modules with over 40 GW 
deployed around the world since 2001. 

545 Speedvale Avenue West, Guelph, Ontario N1K 1E6, Canada,  www.canadiansolar.com

LAN Stick

KEY FEATURES

 CSI-GL-LAN STICK

• Quick installaion and easy commissioning.

• Mobile application commissioning via Android 
and IOS. Laptop version also available.

• Robust IP65 outdoor Ethernet connection point, 
built to survive solar plant conditions.

This Canadian Solar LAN Stick connection point relays inverter 
data to the CSI Cloud & CSI Cloud Pro Platforms, providing 
remote visibilty of solar plant performance and servicing 
needs. 

This unit collects Canadian Solar inverter data via RS485, and 
relays it to the cloud via Ethernet. With an IP65 rating, wide 
temperature range, and solid state electronics, this unit is built 
to survive outdoor solar power plant conditions. 

2 standard warranty

RS485 communication

LAN Stick

Internet

Smart monitoring system

Internet



CANADIAN SOLAR INC. 

MODEL NAME CSI-GL-LAN STICK                                                   

Max. number of inverters 1

Inverter communication 4 Pin (Modbus RTU)

Remote communication Ethernet 10/100Mbps

Communication rate 9600 bps 

LAN communication range 50m (CAT-5e Shielded Twisted Pair)

Data collection intervals 5 minutes

Data interface RS485

Preferences setting Web Server

Firmware updates Ethernet

Data access Remote server

Data storage 8MB FLASH

ELECTRICAL

Input voltage DC 5V (±5%)

Working current 110mA-200mA

ENVIRONMENTAL

Operating temperature -10℃~+85℃

Operating humidity Up to 90% Non-Condensing

Storage temperature -45℃~+125℃

Storage humidity ＜40%

Protection class IP 65

PHYSICAL

Dimensions(L*W*H) 105mm*43mm*43mm

Weight 56g

FCC, CE

OTHER


