
CS3N-400|405|410|415|420|425MS
400 W ~ 425 W
F23 Frame

MORE RELIABLE

Comprehensive LID / LeTID mitigation 
technology, up to 50% lower degradation

Module power up to 425 W 
425 W

Better shading tolerance

Minimizes micro-crack impacts

MORE POWER

Lower LCOE & BOS cost

25
Years 

Years 
Linear Power Performance Warranty*

Industry Leading Product Warranty on Materials 
and Workmanship*

HiKu Mono PERC

Heavy snow load up to 8100 Pa,  
enhanced wind load up to 6000 Pa*

PRODUCT CERTIFICATES*

 
 

MANAGEMENT SYSTEM CERTIFICATES*

1st year power degradation no more than 2%
Subsequent annual power degradation no more than 0.55%

 
 

 

IEC 61215 / IEC 61730 / CE
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PARTNER SECTION

ENGINEERING DRAWING (mm) CS3N-410MS / I-V CURVES

 

TEMPERATURE CHARACTERISTICS
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MECHANICAL DATA
Data

Cell Type Mono-crystalline

Dimensions

Weight
Front Cover
Frame

 

Connector T4 or MC4 series     

1650 mm (65.0 in) (-) /
1000 mm (39.4 in) (+)*

Per Pallet
720 pieces

* For detailed information, please contact your local Canadian Solar sales and 

ELECTRICAL DATA | STC*
CS3N 400MS 405MS 410MS 415MS 420MS 425MS

400 W 405 W 410 W 415 W 420 W 425 W

Operating Temperature

Module Fire Performance  

Power Tolerance
2 -

ELECTRICAL DATA | NMOT*
CS3N 400MS 405MS 410MS 415MS 420MS 425MS
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